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NOTES: Y
ELECTRICAL:
1. VOLTAGE RATING: 125 VAC RMS. S
7. CURREMHT RATIHG: 1.5 AMP. 0
5. CONTACT RESISTANCE: 45 MILLIOHMS MAX. o~ 00
4. INSULATION RESISTANCE: 1000 MEGOHMS MIN @ 500 VDC. %
5. DIELECTRIC STRENGTH: 1000 vDC RMS 60Hz, TMIN. 5 /
MECHANICAL : 00 !
1. HOUSING MATERIZL: PBT UL94v—0./COLOR:BLACI. 0 A C
7. INSERT MATERIAL: PBT UL94vV—0.,COLOR:BLACK. I 03520
5. CONTACT MATERIAL: PHOSPHOP BRONZE (=0.35mm '; e
4. PLATING: GOLD PLATING OVER NICKEL. I
5. OPERATING LIFE: 750 CYCLES MIN. S
6. PCB RETENTION PRE—SOLDER: 1 LB MIN. © PC Board Layout Component Side Shown
. PCB RETENTION POST—SOLDER: 10 LBS MIN. PC Board Thickness=1.6mm
EHVIROMMERTAL: - lolerance+0.05
1. STORAGE: —40°C TO +85°C. - SR
2. OPERATION: —40°C TO +85°C.
5. WAVE SOLDERING TEMPERRATURE: 2350~240°C(5~5 SECONDS).
4. RoHS COWMPLIANT.
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